
 

 

 

 

 

 

APPENDIX B 

 I-17 TYPICAL SECTIONS FOR THE PREFERRED ALTERNATIVE 

 

  



12’ 12’

Shldr

6:1

12’

Shldr

12’ 12’ 12’

Shldr

12’12’

Shldr

12’12’

I-17 TYPICAL SECTION

SB PGL NB PGL

Lane Lane Lane Lane Lane Lane

I-17 TYPICAL SECTION

60’ Roadway Roadway Varies 60-72’20’ Min

6:1 6:1 6:1

Subgrade

 1/2 " AR-ACFC (Overlay)

Tack Coat

Tack Coat

Total Thickness = 21 1/2 " 

Tack Coat

10" AB (Class 2)

Tack Coat

Subgrade

 1/2 " AR-ACFC (Overlay)

Tack Coat

Tack Coat

Total Thickness = 22 1/2 " 

Tack Coat

11" AB (Class 2)

Tack Coat

Subgrade

 1/2 " AR-ACFC (Overlay)

Tack Coat

Tack Coat

Total Thickness = 28 1/2 " 

I-17 Mainline

North of MP 314.0 (Sta 5991+56)

Tack Coat

17" AB (Class 2)

Tack Coat

I-17 Mainline Service Lanes

South of MP 314.0 (Sta 5991+56)

I-17 Mainline Truck Climbing Lane

South of MP 314.0 (Sta 5991+56)

Notes

I-17 SB

Cst

\

I-17 NB

Cst

\

Ditch Flow Line

Exst or New

R/W

Exst or New

R/W

Varies 200’ Typical Varies 200’ Typical

Exst

I-17 SB

\

Varies Varies

12’ 12’10’

Shldr

4’

Shldr
12’12’ 10’4’

Shldr ShldrLane Lane
LaneLane

SB Sta 5182+55.39 to Sta 5994+25.00

MP 298.5 - MP 314.0

NB Sta 5178+62.64 to Sta 5991+56.00

MP 298.8 - MP 314.0

STRUCTURAL SECTION NO. 1 STRUCTURAL SECTION NO. 2 STRUCTURAL SECTION NO. 3
TYPICAL SECTIONS

BWS

CGS

JAN

1

Side Slope Varies 

6:1 to 2:1 Typical

See Note 2

Varies

0-12’

Side Slope Varies  

6:1 to 4:1 Typical

See Note 2

Side Slope Varies 

6:1 to 2:1 Typical

See Note 2

Exst

I-17 NB

\

Pavement Structural 

Section No. 1
Pavement Structural 

Section No. 1

Pavement Structural 

Section No. 2

Normal Crown=0.020$ and superelevation as shown on plans

ADOT Cst Std C-02.10 Slopes Typical  

Use Rockfall Containment Ditches for cut heights greater than 40’

Slope Flattening as noted in Section 4.9.2.

NB Climbing Lane Sta 5212+31.69 to Sta 5991+56.00 (MP 299.5 - MP 314.0)

1.

2.

3.

Varies

See Note 1
Varies

See Note 1

Climbing

Lane

See

Note 3

>Median Width Varies 76’ to  2500’

2 1/2 " AC EP ( 3/4 ") (Spcl Mix)

2 1/2 " AC EP ( 3/4 ") (Spcl Mix)

2 1/2 " AC EP ( 3/4 ") (Spcl Mix)

2 1/2 " AC EP ( 3/4 ") (Spcl Mix) 2 1/2 " AC EP ( 3/4 ") (Spcl Mix)

2 1/2 " AC EP ( 3/4 ") (Spcl Mix)

3" AC EP ( 3/4 ") (Spcl Mix)

3" AC EP ( 3/4 ") (Spcl Mix) 3" AC EP ( 3/4 ") (Spcl Mix)

3" AC EP ( 3/4 ") (Spcl Mix)

3" AC EP ( 3/4 ") (Spcl Mix)

3" AC EP ( 3/4 ") (Spcl Mix)
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12’12’ 10’4’

12’ 12’

Shldr

6:1

12’

Shldr

12’ 12’ 12’ 12’

Shldr

12’

Shldr

12’ 12’

12’ 12’10’ 4’

Pavement Structural 

Section No. 3

6:1

I-17 TYPICAL SECTION

20’ Min

Ditch Flow Line
Pavement Structural 

Section No. 3

60’ Roadway 60’ Roadway

8’

Typ

Exst

I-17 SB

\

8’

Typ

Lane Lane Lane Lane Lane Lane

Notes

I-17 SB

Cst

\

I-17 NB

Cst

\

Exst

I-17 NB

\

6:1

Ditch Flow Line

SB PGL NB PGL

6:1

Varies 150’ Typical Varies 150’ TypicalVaries 100’ Typical

Median Width Varies 76’ Typical

Exst or New

R/W

Exst or New

R/W

Shldr Lane Lane Shldr ShldrLaneLaneShldr

SB Sta 5994+25.00 to Sta 7214+29.93

NB Sta 5991+56.00 to Sta 7214+23.30

MP 314.0 - MP 337.0

2

TYPICAL SECTIONS

BWS

CGS

JAN

Side Slope Varies 

6:1 to 2:1 Typical

See Note 2

Side Slope Varies  

6:1 to 4:1 Typical

See Note 2

Side Slope Varies 

6:1 to 2:1 Typical

See Note 2

Normal Crown=0.020$ and superelevation as shown on plans

ADOT Cst Std C-02.10 Slopes Typical  

Use Rockfall Containment Ditches for cut heights greater than 40’

Slope Flattening as noted in Section 4.9.2.

1.

2.

Varies

See Note 1
Varies

See Note 1

Desirable

Ditch Depth

1’ Minimum

Below Subgrade
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12’12’

Shldr Lane Lane Shldr

25’

12’

Lane

12’ 12’ 12’

ShldrLaneLaneShldr

25’

12’

Lane

Pavement Structural 

Section No. 3

I-17 TYPICAL SECTION

SB Sta 7215+00 to Sta 7315+50

NB Sta 7215+00 to Sta 7327+00

MP 337.0 - MP 339.2

6:1 6:1

Exst

R/W

12’ 12’10’

Shldr

4’

Shldr

NB PGL

12’12’ 10’

Shldr

4’

Shldr

SB PGL

I-17 Med 

Cst

\

Notes

Lane Lane Lane Lane

Varies 200’ TypicalVaries 95’ Minimum

Ditch Flow Line

20’ Min 12’

Exst

R/W

3

TYPICAL SECTIONS

BWS

CGS

JAN

Normal Crown=0.020$ and superelevation as shown on plans

ADOT Cst Std C-02.10 Slopes Typical  

Use Rockfall Containment Ditches for cut heights greater than 40’

1.

2.

12’ 12’

42" Conc Med Barrier

Side Slope Varies 

6:1 to 2:1 Typical

See Note 2

60’ Roadway 60’ Roadway

Subgrade

 1/2 " AR-ACFC (Overlay)

Tack Coat

Total Thickness = 14 1/2 " 

Tack Coat

STRUCTURAL SECTION NO. 5

Subgrade

Tack Coat

Tack Coat

Total Thickness = 18 1/2 " 

Tack Coat

10" AB (Class 2)

STRUCTURAL SECTION NO. 4

 1/2 " AR-ACFC (Overlay)

Ramps and Crossroads

SR 179 (Sedona) TI, Munds Park TI, 

Kachina Village TI, and J.W. Powell (Airport) TI

Ramps and Crossroads

Stoneman Lake TI, Rocky Park TI, Schnebly Hill Rd TI,

Willard Springs TI, Newman Park TI, and Kelly Canyon TI

6:1

12’

28’ Roadway

Lane

6:1
Varies

Side Slope Varies 

6:1 to 2:1 Typical

See Note 2

2’

Shldr

Side Slope Varies 

6:1 to 2:1 Typical

See Note 2

I-17 TYPICAL SECTION

10" AB (Class 2)

PGL

6:1

12’

22’ Roadway

Lane

6:1
Varies

Side Slope Varies 

6:1 to 2:1 Typical

See Note 2

8’2’

Shldr Shldr

Pavement Structural 

Section No. 4 or 5

Side Slope Varies 

6:1 to 2:1 Typical

See Note 2

I-17 TYPICAL SECTION

PGL

Pavement Structural 

Section No. 4

12’

Lane

2’

Shldr

Varies

See Note 1

Varies

See Note 1

One-Lane Ramps Two-Lane Ramps

2 1/2 " AC EP ( 3/4 ") (Spcl Mix)

2 1/2 " AC EP ( 3/4 ") (Spcl Mix)

2 1/2 " AC EP ( 3/4 ") (Spcl Mix)

2 1/2 " AC EP ( 3/4 ") (Spcl Mix)

3" AC EP ( 3/4 ") (Spcl Mix)
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